
This saw is designed for 
cutting flush to a surface 
that you don’t want to 
scratch. The teeth are set 
only on the top side of 
the blade. The other side 
has been ground flat; it 
has no sharpening burrs 
left on it. In use, the saw 
will naturally drift slightly 
away from the surface, 
ensuring that it will not cut 
below the surface. Normal 
sanding or a light paring 
cut with a chisel finishes 
the job.

Hold saw with the Veritas® 
label facing down. Flex the 
blade against the work and 
cut on the pull stroke. Use 
only light forward pressure 
on the push stroke. If you 
trim (instead of sand) any 
remaining projection with  
a chisel, be sure to cut  
cross-grain to prevent a 
below-surface splinter

Cutting Plugs
Plugs used to cover screws 
can be trimmed quickly with 
no danger of breakage below 
the finished surface, as often 
happens when a chisel alone 
is used.
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Trimming 
Projections 
Through tenons or lap joints 
often need minor trimming; 
this saw is ideal for such 
use. It removes the bulk of 
the material; sanding or a 
light paring cut with a chisel 
finishes the job.

Restricted Areas 
Because of the double-sided 
blade, the saw can be used to 
make cuts that are otherwise 
impossible when a single-sided 
blade is used.

Notes:
1. Wait for glue to dry on

plugs or dowels before
sawing them flush. The
saw has minimal set and
will bind if glue builds
up on the blade. Clean
immediately if any glue
gets on the blade.

2. You will probably never
have to sharpen this
saw. If you do, be sure
to remove any burrs
from the flush side to
prevent scratching.
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